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CMA Validation Testing Requirements (DRAFT)
Proposed Language

Definitions

Framing Product Line – All framing sections (head, jamb, sill, etc.) required to fabricate a standard size and configuration unit per Table 4-3, as well as any other components whose cross-sections can be grouped using the applicable grouping rules for non-residential products.  Grouping for framing product lines is applied on a per cross-section basis, i.e. heads are compared to heads for grouping purposes.  All applicable sections are members of the same Framing Product Line.  Membership in the Framing Product Line is judged based on comparison with the framing components used in the Baseline Product

5.6.5.6 Test Procedures

5.6.5.6.1 Each Framing Product Line will require validation testing on a baseline product using NFRC 102.  The following conditions apply:

A.  Test specimen size and configuration shall be as defined in Table 4-3.

B.  All test specimens shall be tested without removable screens, removable grilles and trims or any other applied devices.

C. All test specimens shall be tested in the vertical position.  For determining validation of the baseline product only, skylights and other sloped glazing products shall be simulated in a vertical position.

D. The test specimen shall not be modified by the testing laboratory, except as allowed in Reference 1 for sealing against air leakage and as required by this section.

5.6.5.6.2 Validation Baseline Product for Framing Product Line

A. The product selected as the baseline product shall have insulated glass unit(s) with a maximum U-Factor of 0.35, unless the product is not designed for use with insulating glass (i.e. domes, glass block, translucent panels, monolithic, etc.)

B. The Framing Product Line is validated if the Baseline Product has a tested U-Factor which meets the equivalence criteria in Table 4-4 when simulated in accordance with Section 5.6.5.

5.6.5.6.3 Modification of Approved Framing Components

A. If a Framing Component within an Approved Framing Product Line is modified, the modified component becomes a new member of the Approved Framing Product line if the modification is consistent with the definition of Framing Product Line.
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