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NFRC 100 Casement-Awning Model Size Change Ballot

(click here to access the original proposed ballot)
NFRC Ballot Comments - Spring 2010
U-factor Subcommittee- New Operator Size Task Group

	Company Name, Rep Initials
	AC/NEG
	Section and/or Page #
	Comment/Alternate Language

	AAMA, KB
	NEG
	
	Not enough data provided to support making the change in test size.

	AMSCO, JJ
	NEG
	
	Need to leave the size alone until the reasons for the change is proven out and how it will be implemented. This size is to big and needs to be a size commonly used.

	Andersen Corp., SJ
	NEG
	
	Understand the reasoning, but disagree with proposed size changes.  Very few, if any residential manufacturers make single casement units 1200 mm wide.  This change would require us to make special units for test purposes that do not reflect what we make on a production basis.  If it is demonstrated that a size increase of some sort is justified due to market changes, we could potentially consider 900 mm as maximum width.

	Associated Materials, SH
	NEG
	
	A 47" width is an unrealistic single casement size. Validation test units would create manufacturing issues. Recommendation: Increase the 600mm width to 900mm and  bump up the height to 2000mm.

	JELD-WEN, SS
	NEG
	
	Propose new measurement - JW to review ALL measurements in table, come up with data about what's actually being sold in the market.

	Marvin Windows & Doors, JK
	NEG
	
	The size recommended is too large for most of the residential market.  This is the Residential Program.  This change would not serve consumers well as the actual performance based on installed sizes would always have  higher U-Factors then labeled.

	Pella Corp., JH
	NEG
	
	This model size should not be changed without a market research study to justify doing so.


	WESTLab, JB
	NEG
	
	While I understand the issue here, but the reasoning in this ballot is flawed and there is no new information in term of sizes of products sold to justify any change.  The current size is the correct representation for casement and awning windows.

	ETC Laboratories, GD
	NEG
	
	This shall be considered for next document cycle. Double casement size shall also be doubled to provide level field for manufacturers who do not make single casements.
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