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	Ballot Description

	NFRC Membership,

The revised 2010 DOE ENERGY STAR® program has changed the requirements for glazed swinging doors adding ratings for doors with half lites or less. There are now three doors that must be rated:  opaque, half lite and full lite doors.

To accommodate this rating requirement the Dynamic Attachments for Swinging Doors Task Group has developed the following changes to the NFRC 100 document. The existing PCP language will allow product labeling adding the new half lite rating.

Please vote to approve these balloted changes.

Sincerely,

Dave De Block

Chair, Dynamic Attachments for Swing Doors Task Group

dave.deblock@odl.com




NFRC 100, Section 5.7
5.7 Dynamic Attachment for Swinging Door Products

Rating procedures for full and half lite glazed swinging doors shall be used with the dynamic attachment in the “fully open” and “fully closed” position.

5.7.1 Scope

This section presents additional details specific to Dynamic Attachments for Swinging Doors. This section presents and references methods for determining specific Dynamic Attachments for Swinging Doors U-factor rating.

5.7.2 Methodology

Methodology for rating Full and Half Lite Swinging Doors can be found in Section 5.2 Swinging Doors. Dynamic Attachment Swinging Door products will be rated using reference Swinging Doors.  See Table 5-3 and Figure 5-11 and Figure 5-12.

5.7.3 Approved Computational Program 

The Dynamic Attachment for Swinging Door Product U-factor shall be determined using approved glazed swinging door simulation. The Dynamic Attachment for Swinging Door shall be modeled on the following reference swinging doors. 

Table 5-3
Reference Swinging Doors

	3068; Steel skin; wood edge; EPS core door ½” IG Full and Half Lite

See Figure 5-14

	3068; Fiberglass skin; wood edge; urethane core door ½” IG Full and Half Lite

See Figure 5-15


Reference Swinging Door Glazing Detail

The glazing system shall consist of two panes of 3 mm (1/8 in.) clear glass with a ¼” air gap separated by an aluminum spacer system. For simulation purposes, the 3 mm (1/8 in.) clear glass shall be the generic 3mm clear glass file (ID#102) from the approved NFRC spectral data files with the International Glazing Database (IGDB). 

5.7.4 Figures

Figure 5–14

Reference Swinging Door Details
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Figure 5–15

Reference Swinging Door Details
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To submit your vote please use the NFRC Technical Committee Voting sheet
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