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NFRC 100 - CMA Validation Testing
NFRC Ballot Comments through October 19, 2007

Technical Committee – CMA Technical Subcommittee

	Company Name, Rep Initials
	AC/NEG
	Section and/or Page #
	Comment/Alternate Language
	Resolution

	Quality Testing
	NG
	3.2.1
	Multiple technical and practical reasons not to implement this. Adding extra framing sections further dilutes the test of any particular section, in other words the test becomes less sensitive to errors in any particular frame section. Secondly testing without limit to size creates the potential that a test chamber large enough for the requested size may not exist.


	

	Quality Testing
	NG
	5.6.5.6.2.A
	A. The product selected as the Standard Framing System Product shall have insulating glass unit(s) with a maximum center-of-glazing U-Factor of 1.12 W/m2K (0.20 Btu/h·ft2·ºF), unless the product is not designed for use with insulating glass (i.e. domes, glass block, translucent panels, monolithic, etc.)  If any individual lite in the Standard Framing System Product is larger than 2 square meters (21.5 ft2), the maximum center-of-glazing U-factor used for testing shall be .5 W/m2K (.10 Btu/h·ft2·ºF).


	 

	Pella Corporation
	AC
	5.6.5.6.2.A
	A. The product selected as the Standard Framing System Product shall have insulating glass unit(s) with a maximum center-of-glazing U-Factor of 2.0 W/m2K (0.35 Btu/h·ft2·ºF), unless the product is not designed for use with insulating glass (i.e. domes, glass block, translucent panels, monolithic, etc.)
  If any individual lite in the Standard Framing System Product is larger than 2 square meters (21.5 ft2), the maximum center-of-glazing U-factor used for testing shall be 1.7 W/m2K (0.30 Btu/h·ft2·ºF).


	 

	 
Cardinal Glass


	 NEG
	 General
	Pick a real low-E


	 

	 
Architectural Testing


	 NEG
	General
	I believe that the standard product configurations are acceptable for validation testing and that introducing a wide variety of non-standard configurations creates unnecessary complexity in the system without added value.


	 

	 
Pella Corporation


	 AC
	 General
	 
Pella does not wish to hold this up so we won't vote to Not Approve, but the question still needs to be resolved as to what glazing is to be used for a "Standard Framing System Product" that is not designed to accommodate IG glazing. See 5.6.5.6.2 A. Pella offered recommended language on this to the previous ballot, but then withdrew the recommendation based on the ensuing discussion and understanding that this would be resolved.


	 


Legend:


AC – Approve with Comment


NEG –Negative response with Comments








�Need to define what glazing is to be used for these products.





