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NFRC 200- CMA Non-Standard Products


NFRC Ballot Comments through October 19, 2007

Technical Committee – CMA Technical Subcommittee 

	Company Name, Rep Initials
	AC/NEG
	Section and/or Page #
	Comment/Alternate Language
	Resolution

	Pella Corp
	NEG
	General
	The term "double-sash product" needs to be defined, otherwise this could be misused or abused. I'm not familiar enough with these products to make a recommendation, so I will leave it to the proponents to propose a suitable definition for inclusion in NFRC 600.


	

	California Energy Commission
	AC
	General
	Though in the Ballot Description includes; Structural Glazing Fenestration, there is no mention of it in Section 5.6.3 and 5.6.4..  Is it mentioned in a different location?


	

	VELUX
	AC
	5.6.3 & 5.6.4
	5.6.3 Variations from Standard Individual Products



The following products and product configurations have special provisions:

a) Monolithic glazed products

b) Double-sash products

5.6.4 Variations from Standard Simulation and Test Conditions

(a) For monolithic  glazed products, framing members shall be modeled using monolithic  glazing best and worst options, as detailed in section 5.6.5.3.

(b) For double-sash products, framing members shall be modeled using the same distribution of best/worst insulating and monolithic  glazing as in actual product.  For example, if the actual product incorporates IG and monolithic  glazing in a double-sash configuration, best/worst options should incorporate best/worst IG + monolithic  glazing.  Likewise, reverse product configuration (i.e., monolithic  + IG) shall also result in modeling frame members using monolithic  + IG best/worst option.  If double sash incorporates IG + IG configuration, that needs to be reflected in best/worst modeling.


	

	
	
	
	
	 

	
	
	
	
	

	
	
	
	
	 

	
	
	
	
	 

	
	
	
	
	

	
	
	
	
	 

	
	
	
	
	 

	
	
	
	
	


Legend:


AC – Approve with Comment


NEG –Negative response with Comments








