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NFRC 901 – Specific House



NFRC Ballot Comments through February 18, 2008
Technical Committee – AEP Subcommittee
	Company Name, Rep Initials
	AC/NEG
	Section and / or Page #
	Comment/Alternate Language
	Resolution

	AZS Consulting, RT
	AC
	9.1
	Section 9.1 refers to table402.1.1 IECC, what about reference to IRC Chapter 11?
	

	AZS Consulting, RT
	AC
	 7.3.9
	 Section 7.3.9 formatting, break out A, B, C, D
	

	AZS Consulting, RT
	AC
	Table 2
	 Table 2 Operational Parameters, alignment
	

	AZS Consulting, RT
	AC
	Appendix A
	 Appendix A IECC Climate Zones, citation footnote needed
	

	Graham Architectural, BC
	NEG
	General
	 If this approach is taken then I would rather see all the “Reference House” language removed until such time when there is more agreement.  Then this document would be cleaner and chances of approval much higher.  Just as other documents are being held up for sections that are not fully developed, this one would be no exception.
	

	 Pella, JH
	AC
	General
	Just a minor comment for consistency … in some places in the document the terms “exterior shading” and “interior shading” are used. In other places the terms “external shading” and “internal shading” are used. The same terminology should be used throughout. I don’t have strong feelings about which should be used, but I would lean towards using “exterior” and “interior” rather than “external” and “internal”.
	

	 Velux, RLB
	NEG
	General
	It is very unclear how a specific house with skylights would be treated.  We are behind the AEP concept, as long as the significant differences between skylight (and TDD) characteristics and other types of fenestration are specifically included and fairly addressed
	

	LBNL, SS
	AC
	Section 6
	Sec 6- the last sentence relates to construction- not climate- delete or move.
	

	LBNL, SS
	AC
	Section 7.3.11
	Sec 7.3.11 The last sentence  - Why would one buy a dynamic product and then use it in fixed configuration- rethink the stated options;  

Low solar gain in winter and high in summer makes little sense;

How is the actual modeling to be done in each season- using upper and lower limits or something in between?
	

	LBNL, SS
	AC
	Section 9.1
	Why is source energy calculated- what will a consumer do with this number?

Where did 3.16 come from?
The text recommends that users not combine numbers because it may be misleading- they now have 2, 4 or 6 numbers in various units-  we should tell them what we do recommend as the basis for a decision that is not misleading – what would that be?
	

	LBNL, SS
	AC
	Section 9.2.2
	In the disclaimer 9.2.2 there is no option for identifying a house that has no mechanical cooling system- that option should be added.
	

	LBNL, SS
	AC
	Table 1
	Table 1- if you are fixing the number of bedrooms for internal loads at 3 then replace 4104 x # of bedrooms with 12312 which means the full equation should be 30,200 + 23.8 x floor area
	

	LBNL, SS
	AC
	Table 1
	Natural Ventilation - we recommend some number here acknowledging that most windows are operable and that people buy operable windows for a reason.
	

	
	
	
	 
	

	
	
	
	 
	

	
	
	
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	

	 
	 
	 
	 
	


Legend:


AC – Approve with Comment


NEG –Negative response with Comments








