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NFRC Ballot Comments through July 11, 2008
Ratings Committee – Labeling Subcommittee
	Company Name, Rep Initials
	AC/NEG
	Section and/or Page #
	Comment/Alternate Language
	Resolution

	Architectural Testing, MT
	NEG
	Product Listing
	On page 2 of 3 – Product Listing section – “Performance Rating at NFRC Standard Size” should read “CERTIFIED Performance Rating**” as shown below.  CERTIFIED should be in a larger font to stand out.
CERTIFIED

Performance Rating** 

On page 3 of 3 – Product Listing section – “Fenestration Performance at Actual Size” should read “NON-CERTIFIED Performance at Actual Size**” as shown below.  NON-CERTIFIED should be in a larger font to stand out.

NON-CERTIFIED

Performance at Actual Size**

It is imperative that this distinction be clear to users of the label certificate.
	 

	Cardinal, JL
	NEG
	General Comment
	Need to list SI units as standard, inch-pound is secondary.
	 

	Edgetech I.G. Inc.
	NEG
	Spacer Information
	The sealant used for Path II and Path III spacers should be identified in the spacer description along with the spacer component.   The sealant types are critical to the thermal and durability performance of an IG and there must be means to ensure the simulated and/or tested system components are identified.
	

	Pella, JH
	AC
	Paragraph C.3.D
	Paragraph C.3.D states that the certificate must include the NFRC ID for the specifying authority. It seems unlikely that most specifying authorities will have an NFRC ID. It should be clarified that this will be provided only when applicable. See below.
D.
Label Certificates shall contain the following Specifying Authority information:

i.
Company name

ii.
NFRC ID (if applicable)
iii.
Street address

iv.
City, state, zip code

v.
Contact person name, title, phone, facsimile, and e-mail address
	 

	
	
	
	
	 


Legend:


AC – Approve with Comment


NEG –Negative response with Comments








