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CMA Glazing System Supplier 

Label Certificate Ballot 

To:
NFRC Voting Members

From:
Steve Strawn, Rating Committee Chair

Brad Schultz, Labeling Sub-Committee Chair
Open Date:
January 30, 2007
Close Date:
February 19, 2007
Subject:
Ballot For Your Action: NFRC CMA PCP-Appendix B-Glazing System Supplier Label Certificate Ballot 
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CERTIFIED







Mark vote in one box below:
	Approve
	Approve with Comment
 (insert comments below or attach)
	Do not Approve
 (must support with germane comments below or attach)
	Abstain

	
	
	
	



	Signature:
	
	Date: 
	

	
	
	
	

	Name(Please Print):
	
	Phone: 
	

	
	

	Member Company:
	




 
NFRC GLAZING SYSTEM SUPPLIER LABEL CERTIFICATE:
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Please sign and fax/mail ballot with all germane comments to NFRC, 8484 Georgia Avenue, Suite 320, Silver Spring, MD 20910. FAX: 301-576-5510 on or before 


February 19, 2007





The CMA Labeling Task Group has developed the following  glazing system supplier label certificate format for use with the CMA Certification Program, to be used with the finished glazing system (e.g., IGU).








�





GLAZING MATERIAL SUPPLIER:	Issue Date: mm/dd/yyyy (no expiration)


Company name:  Best Glass Company       , Address:    Glass Company St and #                                     ,


City: City                                                , State, State                                       , Zip code: Zip                      ,


Phone: 555-333-4100         , Facsimile: 555-333-4101           ,  Email: � HYPERLINK "mailto:info@glasscompany.com" ��info@glasscompany.com�                .


Glazing System 1:


# of Layers:	2	


Layer ID


(IGDB)�
Name�
Thickness [mm]�
Thickness [in.]�
SOL�
RSOL,1�
RSOL,2�
VIS�
RVIS,1�
RVIS,2�
IR�
1�
2�
Conductivity


[W/(m·K)]�
Conductivity


[Btu/(hr·ft·F)]�
�
0103�
Clear_6.DAT�
#6.00�
#0.236�
0.788�
0.071�
0.071�
0.891�
0.080�
0.080�
0.000�
0.840�
0.840�
1.000�
0.578�
�
Gas�
Air (10%) / Argon (90%)�
12.70�
0.50�
�
0.024�
0.014�
�
0123�
LowEGlass.DAT�
#6.00�
#0.236�
0.360�
0.465�
0.303�
0.757�
0.053�
0.061�
0.000�
0.036�
0.840�
0.986�
0.570�
�



	


	


	








SPACER EDGE SEAL:


Spacer name: Aluminum narrow                       , Product #: A-505             , CPD ID: CPD Spacer ID          ,


Product Description: Aluminum spacer bar with narrow profile                                                                      , 


Company Name: Best Spacer Company        , Address: Spacer Company Street and #                               ,


City: City                                                , State, State                                    , Zip code: Zip                           , 


Phone: 555-3333-4200        , Facsimile: 555-333-4201        , Email: � HYPERLINK "mailto:info@spacercomany.com" ��info@spacercomany.com�                    .


SPACER EDGE SEAL THERMAL PERFROMANCE: 





	SI	IP


keff = 	1.667 W/(m·K)	0.963 Btu/(hr·ft·ºF)








	             SI	         IP


UC = �
1.32 W/(m2·K)�
0.24 Btu/(hr·ft2·ºF)�
�
SHGCC = �
0.44�
�
VTC  = �
0.68�
�









