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NFRC Ballot Summer 2009 

	Ballot:
	NFRC 700–2009 for Product Line ID, Door Label, and Appendix B Modifications.

	Committee:
	Ratings Committee

	Subcommittee:
	Certification Subcommittee / Labeling Subcommittee

	Due Date:
	July 6, 2009

	Ballot Description


Proposed revisions to the Product Certification Program (PCP) document (the NFRC 700-2009) include the following:

1. Revisions to incorporate language for the Product Line ID (Sections: 6.5.C.iii, 7.1.B.vii, & 8.6.3.C);

2. Notation under Door Label sample (Figure B-2) in Appendix B that requires identifying the option in the matrix that is reflective of the door labeled; and

3. Rearranging and modifying Sections B.5, B.6, and B.7 in Appendix B for mandatory, optional labeling, and product description language.
Only the sections containing balloted language are provided. 
All proposed revisions to NFRC 700 are shown in underline / strike-out format vs. NFRC 700-2009 [E0A0]
This is a joint ballot with the Certification SC and Labeling SC, which will be discussed and voted on at the Certification SC.
Revisions approved in July will be incorporated into the PCP; those not approved will be revisited by the task group and re-balloted if necessary.


6.
Product Labeling

6.5
Permanent Certification Labels

A.
Permanent certification labels shall be of sufficient size to contain all required information as set forth in this section.

B.
The permanent label may be in the form of a 

i.
Label – A series of stand-alone labels which, alone or together, show all required permanent label information;

ii.
Tab – An extension or tab on an existing permanent certification label being used by the licensee; or

iii.
Series of marks or etchings – A series of marks, etchings or other indelible marks on the product which, alone or together, show all required permanent label information and which are affixed or located on the product so as to be visible after installation. 

C.
Required information on the permanent label shall be:

i.
NFRC identification in the form of the “NFRC” wordmark or registered NFRC logo.

ii.
Licensee’s identification. Examples include but are not limited to:  mfrs name, trademark, logo, or NFRC licensee code.

iii.
Product line identification number as assigned by the IA, or the manufacturer’s product code.  Bar coding may be included, but may not be used in lieu of the alpha or numeric identification code.

D.
Optional information on the permanent label may be:
i.
IA identification

ii.
Product name or model number as identified in the Certified Products Directory XE "Certified Products Directory" .

E.
The permanent label shall be affixed to products, or to the box/packaging containing an attachment product, in a manner intended to assure that the label remains attached to the product.  

F.
Permanent label shall be visible from the interior after product installation, or alternatively in a consistent location as identified by the manufacturer in the NFRC CPD. 


Note: This location shall be accessible by the occupants or service provider. 

G.
The permanent label shall be located on a portion of the frame, glazing, spacer, glazing bead, stop, or other surface, or combination thereof. Alternatively, the permanent label may be placed underneath a removable element such as but not limited to, a sash stop, glazing bead, or jamb liner. The permanent label shall be located on a surface (such as the underside of a window head or door head) not subject to direct sunlight and precipitation. 
H.
For film attachment products, the permanent label shall be located on the box or packaging used to contain the attachment product, and shall be made available by the installer at the time of attachment product installation.

I.
The permanent label shall be applied at the time and place of final product fabrication, and prior to shipment.

i.
Exception:  For private labeler licensees, the permanent label may be applied at the private labeler location identified on Schedule VI.
7.
Certified Products database and directory

7.1
Certified Products Database XE "Certified Products Database" 
A.
Licensees are responsible for updating and monitoring their manufacturer and product information contained in the NFRC Certified Products Database XE "Certified Products Database" .  (Refer to NFRC’s Manufacturer’s Certified Products Database User Manual located on the NFRC website.)

B.
Licensee responsibilities include:

i.
Ensuring that the licensee data is current (i.e., company name, address, telephone, e-mail, contact person(s), plant information, etc);

ii.
Updating applicable Schedules to the NFRC License Agreement XE "License Agreement" ;

iii.
Reviewing current product line ratings;

iv.
Reviewing the status of current product lines to ensure the certification status of those product lines is accurately reflected in the application/directory;

v.
Monitoring active products to ensure there are no lapses in certification; and

vi.
Reporting to NFRC or the designated IA other required changes that cannot be made directly by the licensee.
vii
May request the product line ID number prior to the issuance of the CAR. Note: Manufacturer must have an active CAR prior to labeling product. (Reference Section 5.1)
8.
Maintaining certification authorization

8.6.3
Product Line Transfers

A.
Product line transfer periods shall be for no more than sixty (60) days.  

B.
During this time period the following shall take place:

i.
All products remain authorized by the current IA;

ii.
The current IA informs NFRC staff of any outstanding fees owed by the licensee.

[Note: all outstanding fees must be paid in full prior to any transfer.]

iii.
NFRC staff will not complete the transfer until the current IA releases the licensee from its fiduciary responsibility;

iv.
If there is a new IA, the licensee shall request that the current IA deliver its simulation and test reports to the new IA, or have the laboratory forward copies of the reports for all certified product lines;

v.
When the reports are received by the new IA, the IA shall review the reports before accepting the product lines.

C.
Upon the new IA’s acceptance of the product lines, a new CPD number shall be issued for the product lines.  The new CPD number may reflect a new IA code or manufacturer code, or both, depending upon the circumstances for the transfer. 

D.
New permanent and temporary labels are created during the 60-day period to be used when the product lines are activated again with the new CPD number.

Appendix B
Size, Layout and Design Requirements for NFRC Temporary Certification Labels XE "Certification labels:Temporary" 
	

	Figure B-2
Sample Temporary Door Label (R1-2005)
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Note:  The licensee labeling the product shall identify the option in the matrix that is the rated product by either circling or highlighting the option applicable within the matrix.


B.5
Required information

A.
Manufacturer name or identification code shall appear in the space provided.

Examples:

	World's Best
Window Co.
	or
	ABC
	or
	001


B.
Frame Type.

	Examples:
	Vinyl-Clad Wood Frame 
Aluminum Frame


C.
Product Type.

	Examples:
	Casement
Vertical Slider


D.
Glazing description, including gas fill if present and/or low-e if present. Please note: a licensee that owns proprietary rights to a specific Low Emissivity coating, can print the trade name of the coated glass on the temporary label.
	Examples:
	Double-glazing
Double-glazing with low E
Low E glazing with argon fill


E.
Certified Products Directory XE "Certified Products Directory"  (CPD) number, up to the product line level, for the following instances:

i. When the company name of the Schedule I location manufacturing the product is different from the licensee name and is referenced XE "Schedule I" 

 XE "Temporary Label"  in the product information section of the label; or 

ii. When the name of the reseller, distributor, or private labeler is different from the licensee name and is referenced in the product information section of the label; 

Examples:
ABC-X-001


ABC
-X-
001


[Mfr. ID#]
[IA code]
[Product line ID]

B.6
Optional information

A.
Certified Products Directory XE "Certified Products Directory"  (CPD) number 

Examples:
ABC-X-00001-00001
   or 
ABC-X-001-00001-00001

ABC
-
X
-
001
-
00001


[Mfr ID#]

[IA Code]

[Product Line #]

[Individual Product ID]





or

ABC
-
X
-
001
-
00001
-
00001

[Mfr ID#]

[IA Code]

[Product Line #]

[Individual Product ID]
[SHGC]
B.
Manufacturer Series Name/Model Number

Example:
Series “2000”
C.
Air space width
	Examples:
	0.5"
12.7 mm (0.5")
	(IP units only)
(Metric and IP)


D.
Coating emissivity

	Examples:
	e=0.04


E.
Spacer type (generic material type or spacer code from Certified Products Directory XE "Certified Products Directory"  only).

	Examples:
	Aluminum Spacer or A1


F.
Manufacturers own product identification.

	Examples:
	WBWAACLR004 (up to 25 alpha numeric characters)


G.
Glazing tint or reflective coating (generic color type or code as shown in the Certified Products Directory XE "Certified Products Directory" ).

	Examples:
	Green, Reflective, or GY


H.
Manufacturer contact information

	Examples:
	Phone number, Web address, etc.


B.7
Product Description

	Mandatory Elements
	
	Optional Elements

	
	
	

	World's Best Window Co.

Vinyl-Clad Wood Frame
Casement
Double Glazing ( Argon Fill ( Low E
ABC-X-001*
	
	World's Best Window Co.

Series “2000”
ABC-X-001-00001-00001
Vinyl-Clad Wood Frame
Casement

Double Glazing ( 
Aluminum spacer ( 0.5" Gap
Argon Fill ( Low-e E = 0.04 )
WBWAACLR004
Phone: (800)-555-1234
info@wbw.com

	
	
	

	* Only required per Section B.5.E

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	Optional elements are underlined, but should not be underlined on actual product label.

	
	
	





	
	
	
	
	



	
	



	
	



	
	



iii. 
iv. 






	
	
	
	
	
	
	
	
	

	
	
	
	
	
	




	
	
	



	
	



	
	



	
	



	
	



	
	


To submit your vote please use the NFRC 2009 Ratings Committee Voting sheet online at �HYPERLINK "http://nfrc.org/NFRCSummer2009BallotPage.aspx"�http://nfrc.org/NFRCSummer2009BallotPage.aspx�
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