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Tubular Daylighting Device (TDD)

Label Ballot 

To:
NFRC Voting Members

From:
Steve Strawn, Ratings Committee Chair

Brad Schultz, Labeling Sub-Committee Chair
Open Date:
January 30, 2007
Close Date:
February 19, 2007
Subject:
Ballot For Your Action: NFRC PCP 2007 – The TDD Task Group has developed a temporary label format for Appendix B of the NFRC PC-2007 to show U-Factor Certification to one or both methods of insulation installation, to coincide with the adoption of test-only language changes in the NFRC 100 and NFRC 102. They have also proposed language to be inserted into Sections 4 and 6 of the PCP.

Mark vote in one box below:
	Approve
	Approve with Comment
 (insert comments below or attach)
	Do not Approve
 (must support with germane comments below or attach)
	Abstain

	
	
	
	



	Signature:
	
	Date: 
	

	
	
	
	

	Name(Please Print):
	
	Phone: 
	

	
	

	Member Company:
	




**Revised PCP Language

4.3.4.2 Tubular Daylighting Devices (TDDs)

Tubular Daylighting Devices (TTDs) Ratings required for certification authorization are U-Factor and SHGC. These products use the test only procedure for rating. U-Factor may be tested and rated with insulation installed at the ceiling and insulation installed at the roof. TDDs are currently exempt from obtaining Visible Transmittance (VT) ratings.

**New PCP Language

6.4.4 Tubular Daylighting Devices (TDDs) 

Comment from TG in regards to PCP Section numbering. Task group suggests that TDD is 6.4.4 and Private labeler is moved to Section 6.4.5 of the PCP.
Temporary labels for Tubular Daylighting Devices shall include U-Factor and SHGC ratings. U-Factor rating may be specified with insulation installed at the ceiling and insulation installed at the roof.

PCP Appendix B - Add attached drawing and rules for use.

Figure B-XXX
Sample Temporary Label for TDD
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Product Type: Tubular Daylighting Device

ENERGY PERFORMANCE RATINGS

U-Factor (U.S./I-P) Solar Heat Gain Coefficient

0.5 0.6 0.4

INSULATION @ ROOF  INSULATION @ CEILING

ADDITIONAL PERFORMANCE RATINGS
Visible Transmittance Air Leakage

Manufacturer stipulates that these ratings conformto applicable NFRC procedures for determining whole product
performance. NFRCratings are determined for a fixed set of environmental conditions and a specific product size. NFRC
does not recommend any product and does warrant the suitability of any product for any specific use. Consult
manufacturer’ literature for other product performance information.
www.nfrc.org





The label shall display ratings in accordance with the following criteria:

A. TDD label requires specification of insulation location as shown above

B. “Insulation at roof” value (left); “Insulation at ceiling” value (right)

C. If product is designed for insulation in only one location, the other location’s placeholder is not required.

Please sign and fax/mail ballot with all germane comments to  NFRC, 8484 Georgia Avenue, Suite 320, Silver Spring, MD 20910. FAX: 301-576-5510 on or before 


February 19, 2007





Please insert any comments in this text box or attach another document:
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