[image: image1.jpg]National Fenestration
Rating Council®




NFRC 200 DASD Ballot 

To:
NFRC Voting Members

From:
Technical Committee

SHGC Subcommittee (all responses to nfrcballot@nfrc.org)
Open Date:
June 19, 2008

Close Date:
July 11, 2008
Subject:
Ballot For Your Action: NFRC 200 Dynamic Attachment for Swinging Doors The balloted changes to the attached NFRC 200 document combine the use of current NFRC rating and procedures adding the Dynamic Attachment for Swinging Doors



Mark vote in one box below:
	Approve
	Approve with Comment
 (insert comments below or attach)
	Do not Approve
 (must support with germane comments below or attach)
	Abstain

	
	X
	
	



	Name(Please Print):
	
	Phone: 
	

	
	

	Member Company:
	




Cover Letter for Ballot

       The Dynamic Attachment for Swinging Doors Task Group is working to do what is required, using recognized science and NFRC published procedures to accurately define, simulate, test and label thermal performance characteristics of Dynamic Attachments for Swinging Doors. The DASD task group reports to all applicable subcommittees.

        Until Therm 6 is ready the products will be test only.

     All modifications reviewed in Nashville have been included with this revision. 

     The BOD has dealt with the philosophical issues and decided to keep the current attachment procedures for film. The combination of that and the dynamic procedures already in NFRC documents allows the Task Group to precede with finalizing the NFRC 200 document for Dynamic Attachments for Swinging Doors. 

     Please approve the addition of Dynamic Attachments for Swinging Doors to the NFRC rating arsenal.
2.1.1 Products Covered using NFRC 201 XE "NFRC 201"  Test Procedure for SHGC
Items “A through G” are not modified for this ballot
H.
Dynamic Attachment Products for Swinging Doors
Add New Section
5.8
Dynamic Attachment for Swinging Doors
Rating procedures for full glazed swinging doors shall be used with the dynamic attachment in the “fully open” and “fully closed” position.

5.8.1 Scope
This section presents additional details specific to Dynamic Attachments for Swinging Doors. This section presents and references methods for determining specific Dynamic Attachments for Swinging Doors Solar Heat Gain Coefficient (SHGC) and Visible Transmittance (VT). 
5.8.2
Methodology for rating Full Light Swinging Doors can be found in Section 5.2. Dynamic Attachment for Swinging Door products will be rated using reference Swinging Doors outlined in NFRC 100 Section 5.7.
5.8.3
Approved Computational Program
The Dynamic Attachment for Swinging Door Product’s Solar Heat Gain Coefficient and Visual Transmittance shall be determined using approved glazed swinging door simulation. The Dynamic Attachment for Swinging Door shall be modeled on the reference swinging doors indicated in NFRC 100 Section 5.7.3.
Please email ballot with all germane comments to � HYPERLINK "mailto:NFRCballot@nfrc.org" ��NFRCballot@nfrc.org� 


ALL Submissions must be in MS WORD via email ONLY – no PDFs or faxes will be accepted. 


 NOTE – all hand written responses will be returned to member for electronic resubmission.


To be considered by chairs at (or before) NFRC Meeting responses must be sent on or before 


July 11, 2008





Please insert any comments in this text box or attach another document:





There is SHGC procedure for swing door.  Why would we not be using that procedure also for Dynamic glazing.


Also,





Same comments as U-factor for definitions.
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only one submission per member company








